### Introduction
Smoke and Carbon Monoxide Alarm...
**POTENTIAL SOURCES OF CO IN THE HOME**

- Gas-fired appliances such as water heaters, furnaces, and stoves
- Propane-powered appliances
- Gas or kerosene space heaters
- Gas grills

**REGULATORY INFORMATION FOR SMOKE ALARMS**

- **Location Requirements**
  - Smoke alarms should be placed on every level of the home, including the basement and garage.
  - One should be placed outside of every bedroom and sleeping area.

**REGULATORY INFORMATION FOR SMOKE/CO ALARMS**

- **Location Requirements**
  - CO alarms should be placed near each bedroom and on every level of the home, including the basement and garage.

**SPECIAL COMPLIANCE CONSIDERATIONS**

- **Building Codes**
  - Smoke and CO alarms must be installed in all areas of the home where there is a risk of fire and CO exposure.

**TROUBLESHOOTING GUIDE**

- **Malfunction**
  - Check batteries. Replace if necessary.

**LIMITED WARRANTY**

- **Parts**
  - Battery, electronics, and parts of the alarm system.

**TABLE OF CONTENTS**

- Introduction
- Safety Tips
- Common Questions
- Troubleshooting Guide

**BRK ELECTRONICS**

- A registered trademark of BRK Brands, Inc.
- First Alert is a registered trademark of the First Alert Trust.